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Electrical Characteristics (Stc: AM1.51000W/m? 25°C NOCT: AM1.5 800W/m? 20°C Tm/s) Power Tolerance:0~ + 3%

Module Type  AIKO-A605-MAH72Mw AIKO-AST0-MAH72Mw  AIKO-A615-MAH72Mw  AIKO-A620-MAH72Mw AIKO-A625-MAH72Mw  AIKO-A630-MAH72Mw
Test Conditions sTC NOCT sTC NOCT sTC NOCT sTC NOCT sTC NOCT sTC NOCT
Prnax [W] 605 456 610 459 615 463 620 467 625 a7 630 474
Ve [V] 5409 5108 5419 5118 5429 5127 5439 5136 5449 5146 5459 5155
Ve [V] 4478 4229 4488 4238 4498 4248 4508 4257 4518 4267 4528 4276

ke [A] 14.28 1155 14.36 1161 14.44 1168 14.52 174 14.60 11.81 14.68 1187

I [A] 13.52 10.79 13.60 10.85 13.68 10.91 13.76 10.98 13.84 11.04 13.92 nn
g’}‘f’iﬂi‘gﬁcy 23.4% 23.6% 23.8% 24.0% 24.2% 24.4%

Product Specification Temperature Ratings (STC)

Cell Type N-Type ABC Temperature Coefficient of Isc +0.05%/ °C
Temperature Coefficient of Voc -0.22%/ °C
Glass 3.2 mm tempered glass
Temperature Coefficient of Pmax - 0.26%/ °C
Frame Anodized aluminum
Cable 4mm?*(IEC) 12AWG(UL) ) )
+400mm, -200mm/+1400mm or Customized Length Installation Guide
No. of Cells 144(6%24) Operation Temperature -40°C - +70°C
Maximum Series Fuse Rating 25A
Junction Box P68, 3 bypass diodes
Protection Class Class 1l
Connector MC4 Compatible/Original MC4-EVO2A Vee and lsc Tolerance +3%
Weight 27kg3% Maximum System Voltage DC1500V
Maximum Static Loading Front 5400Pa Back 2400Pa
Dimension 2278*1134*30mm
Hail Test 25 mm diameter hail at 23 m/s
Package Detail ~ 36pcs per pallet /180pcs per 20'GP / 720pcs per 40'HC Fire Rating IEC Class C
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*AIKO reserves right to update the specification without notice
*Optional Munich Re coverage is available upon request.
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